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MOTOR PYLONS FOR A KITE AND 
AIBORNE POWER GENERATION SYSTEM 

USING SAME 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application claims priority to US. Provisional 
Patent Application No. 61/582,408 to Vander Lind et al., ?led 
J an. 2, 2012, Which is hereby incorporated by reference in its 
entirety. 

BACKGROUND 

[0002] 1. Field of the Invention 
[0003] The present invention relates to a system and 
method of ?ying tethered ?ying vehicles. 
[0004] 2. Description of RelatedArt 
[0005] CrossWind kite systems comprising tethered Wings 
(kites) can extract useful poWer from the Wind for purposes 
such as, for example, generating electricity, lifting or toWing 
objects or vehicles, etc. To provide or use consistent poWer, it 
may be desired to ?y the kite in repeating trajectories (i.e., a 
limit cycle). It may also be desired to maintain the kite aloft 
and ?ying consistent trajectories during a large range of envi 
ronmental conditions such as high Wind speeds, large gusts, 
turbulent air, or variable Wind conditions. HoWever, take-off 
and landing of such kites can present di?iculties, as the kites 
may not be Well adapted for landings similar to that of an 
aircraft. Therefore, a mode of operation is desired so that a 
kite system can take-off, land, and operate safely in high and 
changing Winds. 

SUMMARY OF THE INVENTION 

[0006] A motor pylon system adapted for use With an air 
borne poWer generations system is disclosed. The pylons may 
support turbine driven generators for Wind based electrical 
poWer generation Which also function as electric motors in 
some aspects. The pylons may be designed to provide side 
force useful for turning a tethered ?ying Wing ?ying in a 
circular cross Wind ?ight path. The pylons may be designed to 
minimize air ?oW disruptions over the main Wing. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0007] FIG. 1 illustrates a kite system ?ying according to 
some embodiments of the present invention. 
[0008] FIG. 2 illustrates a ?ying kite according to some 
embodiments of the present invention. 
[0009] FIG. 3 illustrates a Wing mounted pylon With turbine 
driven rotors mounted thereon according to some embodi 
ments of the present invention. 
[0010] FIG. 4 illustrates a pylon With turbine driven rotors 
mounted thereon according to some embodiments of the 
present invention. 
[0011] FIG. 5 illustrates the relative locations of rotor axes 
and rotor mounting according to some embodiments of the 
present invention. 
[0012] FIG. 6 illustrates pylon airfoil cross-sections 
according to some embodiments of the present invention. 
[0013] FIG. 7 illustrates pylon and Wing spar structures 
according to some embodiments of the present invention. 
[0014] FIG. 8 illustrates loWer pylon geometries according 
to some embodiments of the present invention. 
[0015] FIG. 9 illustrates a Wing spar according to some 
embodiments of the present invention. 
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[0016] FIG. 10 is a side vieW ofa pylon according to some 
embodiments of the present invention. 

DETAILED DESCRIPTION 

[0017] A motor pylon design for a kite system is disclosed. 
A kite system comprising motors or motor/ generators may be 
used for a number of purposes. For example, a kite system 
comprising rotors and motor/ generators might be used for 
extraction of poWer from the Wind, might be used for toWing 
of a vehicle, might be used for surveillance, or might be used 
as a communications relay. A kite system of this type can be 
launched and landed from a ground station in a hovering 
mode of ?ight, in Which the kite hovers under thrust from 
on-board rotors, While the tether attaching the kite is reeled in 
or out from the ground station. The on-board rotors, as 
referred to herein, may be adapted for dual function. When 
providing thrust, the rotors are vieWed as motor driven pro 
pellers. When being used to convert Wind energy into electri 
cal energy, the rotors are vieWed as turbine driven generators. 
When operating, the kite either ?ies stationary in the Wind, in 
the matter of a traditional kite, or ?ies in a crossWind ?ight 
pattern along a ?ightpath, generally at a speed Which is a high 
multiple of the ambient Wind speed. When ?ying in a cross 
Wind ?ight pattern, the stability, controllability, and balance 
of forces on the kite system are substantially improved by use 
of a tail, much in the manner of a traditional aircraft. In some 
embodiments, the kite system is used to generate poWer in the 
crossWind mode of ?ight, and onboard rotors Which are used 
to provide thrust during takeoff and landing, or during lulls in 
Wind are operated at a loWer RPM and used to turn the 
motor/ generators to produce poWer. There is a strong incen 
tive to make the main Wing of such systems operate at a high 
coe?icient of lift and have a high aspect ratio, as the perfor 
mance of the system is described by the simpli?ed perfor 
mance metric P: 

[0018] P is proportional to CLA3/CDA2. (Where Cl is the 
coe?icient of lift and CD is the coe?icient of drag) 

[0019] In order to have pitch control in hover through 
changes in thrust on the various rotors, and in order to keep 
the Wake of the rotors off the main Wing, thereby reducing 
disturbances to ?oW over the main Wing Which may reduce 
coe?icient of lift, the rotors and motor/ generators are placed 
substantially above and beloW the main Wing. In addition, to 
counter the mass of the tail, Which is desired for stability in 
?ight, and to reduce the impact of ?oW over the main Wing on 
the pressure distribution across the sWept area of the rotors, 
the rotors and motor/ generators are located substantially in 
front of the main Wing. Additionally, it is desirable to generate 
a variable level of side (lateral or along-span) aerodynamic 
force With the kite in order to counter the gravitational, cen 
tripetal, and aerodynamic forces causing the kite to deviate 
from the desired ?ightpath. It may be desirable to use the area 
of the vertical sides of the pylons in order to generate a 
component of the force required to turn the Wing When ?ying 
in substantially circular ?ight paths, and thus to alloW the 
Wing to operate at variable levels of sideslip. Aspects of this 
type of operation are seen in US. patent application Ser. No. 
13/288,527 to Vander Lind, Which is hereby incorporated by 
reference in its entirety. In some embodiments of the present 
invention is a design for a motor pylon Which does not inter 
fere With the lift-generating capacity of the main Wing of the 
kite, Which integrates structurally With the main Wing of the 
kite, Which generates signi?cant aerodynamic side-force, and 
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Which has these properties at varying angles of sideslip (eg 
from —5 to +5 degrees or from — 1 0 to +10 degrees of sideslip). 

[0020] In some aspects, the present invention comprises 
loWer and upper pylon segments, connected by a blended 
joint. The loWer pylon attaches to the loWer surface of the 
main Wing, While the upper pylon attaches to the upper sur 
face of the loWer pylon. The foremost attachment point of the 
upper pylon is near the leading edge stagnation point of the 
main Wing, such that there is little interference betWeen the 
pylon and the upper surface of the main Wing. Furthermore, 
the blend from loWer to upper pylon tapers to a narroW Width, 
and the chord of the upper pylon is substantially smaller than 
the maximum chord of the loWer pylon. References to the 
chord of the pylon refer to the length of the section in the yaW 
axis. In some embodiments, the blend betWeen loWer and 
upper pylons is contoured such that the mean streamlines 
about the main Wing, When projected onto the surface of the 
pylon, folloW smooth contours With decreasing curvature far 
from the leading edge of the pylon blend. In some embodi 
ments, the blend betWeen loWer and upper pylons may be 
contoured such that the streamlines passing over the upper 
part of the loWer pylon segment cross over to the upper 
surface of the main Wing and ?oW at a small angle to stream 
lines passing over the upper pylon segment about the stagna 
tion point on the main Wing proximal to the pylon. 
[0021] FIG. 1 is a diagram depicting a kite system accord 
ing to some embodiments of the present invention. A kite 
system 100 comprises a tether 103 that connects the kite 101 
to the ground station 102. The kite 101 ?ies along the ?ight 
path 104 at a high multiple of the speed of the Wind 122 during 
normal operation in a cross Wind ?ight path 104. In some 
embodiments, to launch and land, the kite 101 hovers under 
thrust from the rotors 109, Which are controlled by an auto 
matic control system. Aspects of the take-off and landing of 
the kite system may be seen in Us. patent application Ser. 
No. 13/070,157 to Vander Lind, Which is hereby incorporated 
by reference in its entirety. To provide pitch control authority, 
some of the rotors 109 are distributed above the center of 
gravity of the kite 101 and some are distributed beloW the 
center of gravity of the kite 101, as vieWed in the typical 
aircraft build reference frame. In some embodiments, the tail 
106 comprises a horiZontal element Which is located substan 
tially above the kite center of gravity, and Which rotates 90 
degrees pitch doWn during hover, to both reduce the pitching 
moment on the kite 101 due to the Wind 122 on the tail 106, 
and to stabiliZe the kite 101 in pitch. The kite 101 further 
comprises a main Wing 105. In embodiments in Which kite 
system 100 is used to generate poWer, the main Wing 105 is 
used to generate substantial lift, such that the kinetic energy 
available in the Wind is transferred into the kite 101 in the 
same manner as the tip of a Wind turbine blade. 

[0022] FIG. 2 is a diagram depicting an embodiment of a 
kite 201, such as a kite 101 comprised by the kite system 100 
depicted in FIG. 1. The kite 201 comprises a main Wing 205, 
Which generates substantial lift during operation of the kite 
201 along its ?ightpath (e.g. ?ightpath 104). In some embodi 
ments, the main Wing 205 comprises a trailing element 207 
Which increases the maximum coef?cient of lift Which may 
be generated by the main Wing 205. The kite 201 further 
comprises a tail 206, Which both counters the pitching 
moment generated by the main Wing 205 and trailing element 
207, and increases the pitch stability, yaW stability, and 
coupled stability of the kite 201. HoWever, the tail 206 has 
mass, Which suggests that, to locate the kite center of mass 
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223 at its target location near the quarter chord of the main 
Wing 205, a countering mass must be located forWard of the 
Wing 205. The rotors 209, along With the motor/generators 
Which drive the rotors 209, are located in front of the main 
Wing 205 such that their mass counters that of the tail 206. The 
rotors 209 and the associated motor/ generators are attached to 
the Wing through pylons 212. The pylons 212 comprise upper 
pylons 211 and loWer pylons 213. As the main Wing 205 may 
be operated at a high coe?icient of lift, it is designed With a 
speci?c distribution of pressure along the chord of the Wing 
205 such that lift remains high, drag remains loW, and the 
Wing 205 does not prematurely stall. As the coef?cient of 
pressure over the surface of the Wing 205 derives from the 
shape of the Wing 205, modi?cations of the Wing 205 have the 
potential to change the pressure distribution and affect stall. 
Furthermore, as the coe?icient of lift of the Wing 205 may be 
high in some embodiments (e.g. above 0.7 as referenced to the 
Wing area of the Wing 205), air on the bottom surface of the 
Wing 205 is moving sloWly and has a lesser effect on the 
pressure distribution about the Wing 205 due to shape 
changes. Thus, the loWer pylon 213 attaches to the bottom 
surface of the Wing 205 to take advantage of this loWer sen 
sitivity of the bottom surface of the Wing to disturbance, and 
the upper pylon 211 attaches to the top of the loWer pylon 213, 
as opposed to the top surface of the Wing 205. 

[0023] The kite 201 may operate for a long period of time. 
As such, the rotors 209, Wing 205, tail 206, and motor pylons 
212 must be subjected to loW time varying aerodynamic 
stresses to reduce structural fatigue. The rotors 209 are 
located substantially in front of the Wing 205 such that the 
change in pressure about the Wing 205 as the Wing 205 gen 
erates lift does not substantially impact the ?oW entering any 
portion of the sWept area of the rotors 209. The rotors 209 are 
located substantially above and beloW the main Wing 205 
such that the Wakes of the rotors 209 do not impinge on the 
main Wing 205 during normal operation of the kite 201, 
thereby avoiding an increase in turbulence impinging on the 
Wing 205. 
[0024] FIG. 3 is a diagram a motor pylon 312 and the 
manner in Which it is af?xed to a main Wing 305 according to 
some embodiments of the present invention. A loWer pylon 
313 is af?xed to the loWer surface 314 of the main Wing 305, 
and an upper pylon 311 is a?ixed to the leading portion of the 
loWer pylon 313. A junction 316 joining the upper pylon 311 
and the loWer pylon 313 is shaped to folloW the mean stream 
lines over the Wing 305 in the normal operating condition of 
the Wing 305. In some embodiments, sharp comers along 
junction blends, such as the junction blend 317, are incorpo 
rated such that in normal operating conditions the de?ning 
contours of the junction blend 317 runs along the direction of 
mean ?oW during normal operating conditions, but at loW 
angles of attack, ?oW crosses the junction blend 317 at an 
angle and, due to the sharpness of the junction blend 317, 
detaches or separates. In some embodiments, a sharp junction 
blend is incorporated to increase drag at loW angles of attack, 
such that, in cases Where the ?ight speed of the kite and 
tension on the tether 102 must be limited, the kite may pro 
duce increased drag at loW angles of attack. Increased drag 
may be a desired characteristic When ?ying at high Wind 
speeds. 
[0025] In some embodiments, the pylon 312 comprises 
asymmetric, cambered airfoils oriented at some angle of 
inclination about the pylon span, relative to the mean oncom 
ing ?oW direction. In such cases, the aerodynamic force gen 
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erated by the pylons 312 produce a side force on the kite (e.g. 
kite 101), Which accelerates the kite around its ?ightpath (e.g. 
?ightpath 104). In some embodiments, the trailing edge of the 
pylon 312 extends behind the trailing edge of the main Wing 
305, and attaches to and supports the trailing elements 307. In 
some embodiments, just the loWer pylon 313 extends beyond 
the trailing edge of the main Wing 305. In the depicted 
embodiment, the pylon 313 comprises an airfoil With thick 
ness of 15 percent of local chord, and camber of 4 percent of 
local chord, and is rotated six degrees relative to the design 
oncoming ?oW case. Thus, the pylon 312 generates a side 
force during the normal ?ight condition of the kite. The upper 
pylon 311 is also cambered 4 percent of chord, but is only 
inclined 3 degrees from the typical oncoming ?oW. As a 
strong Wake from the upper pylon 311 Would have the poten 
tial to impact the attachment of ?oW on the upper surface of 
the Wing 307, the upper pylon is both smaller in chord and 
inclined at a loWer angle than the loWer pylon 313, such that 
the upper pylon 311 contributes a smaller portion of the side 
force than the loWer pylon 313. 
[0026] Junction 316 tapers from a Wider cross-section at the 
top of the loWer pylon 313 to a smaller cross-section With a 
pointed trailing tip 315 at the bottom of the upper pylon 311. 
The pointed tip 315 is located near the leading edge of the 
main Wing 305, and the upper pylon 311 does not attach to the 
Wing 305 over a large portion of the upper surface of the Wing 
305. In some embodiments, the pointed tip 315 is located at or 
near the stagnation point of the Wing 305 during normal ?ight 
conditions. The stagnation point, of the point of ?oW stagna 
tion on the leading edge of the Wing 305 moves as the angle of 
attack of the Wing 305 changes. 
[0027] In some embodiments, a landing gear extension 319 
extends beloW the bottom of the loWer pylon 313, such that 
landing gear may attach to the bottom of the pylon 312 and 
clear the rotors for landing, With tether detached, in the man 
ner of an aircraft. Aircraft type landing gear of this type are 
used in some embodiments Which land in the manner of an 
aircraft in the event of a rotor, motor/ generator, or poWer 
systems failure. 
[0028] FIG. 4 is a diagram depicting a motor pylon 312, the 
manner in Which the motor pylon 312 is af?xed to the main 
Wing 305, and the manner in Which the motors and/or gen 
erators 318 are attached to the upper pylon 311 and the loWer 
pylon 313 according to some embodiments of the present 
invention. The loWer pylon 313 is a?ixed to the loWer surface 
314 of the main Wing 305, and the upper pylon 311 is a?ixed 
to the leading portion of the loWer pylon 313. The junction 
316 is shaped to folloW the mean streamlines 420 under the 
Wing 305 in the normal operating condition of the Wing 305, 
Which are seen beloW the stagnation point 421. 

[0029] In some embodiments, the pylon 312 comprises an 
asymmetric, cambered airfoil mounted at some angle of incli 
nation relative to the pylon span (angle of sideslip relative to 
the main Wing, such that the pylon 312 is, in normal operation, 
generating lift primarily in the same direction in at all pointe 
around the ?ightpath. In such cases, the aerodynamic force 
generated by the pylons 312 produces a side force on the kite 
(e. g. kite 101), Which accelerates the kite around its ?ightpath 
(e. g. ?ightpath 104) When ?ying in a circular ?ight path, for 
example. In the depicted embodiment, the upper pylon 313 
comprises an airfoil With thickness of 15 percent of local 
chord, and camber of four percent of local chord, and is 
rotated six degrees relative to the design oncoming ?oW case. 
Thus, the pylon 312 generates a side force during the normal 
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?ight condition of the kite. In such embodiments, air on the 
pressure surface of the loWer pylon 313 is moving sloWly and 
has a lesser effect on the pressure distribution about the loWer 
pylon 313 due to shape changes. The pressure surface is What 
Would be vieWed as the bottom of an airfoil in a horizontal 
con?guration. Thus, the motor/ generator 318 attaches to the 
pressure surface of the pylon 313 and may protrude onto the 
other (suction) surface of the pylon 312 to a lesser extent. The 
motor/ generator 318 is oriented such that its rotation axis is 
parallel to the oncoming air?oW and the disc of any propeller 
309 attached to the motor/ generator 318 is roughly normal to 
the oncoming air?oW. 
[0030] In some embodiments, the upper pylon 311 is also 
cambered 4 percent of chord, but is only inclined 3 degrees 
from the typical oncoming ?oW. As a strong Wake from the 
upper pylon 311 Would have the potential to impact the 
attachment of ?oW on the upper surface of the Wing 305, the 
upper pylon 311 is both smaller in chord and inclined at a 
loWer angle than the loWer pylon 313, such that the upper 
pylon 311 contributes a smaller portion of the side force than 
the loWer pylon 313, and the pylon junction 316 tapers from 
a Wider cross-section at the top of the loWer pylon 313 to a 
smaller cross-section With a pointed tip at the trailing edge 
attachment point 315, at the bottom of the upper pylon 3 1 1. In 
such embodiments, air on the pressure surface (the surface 
toWard the direction of the sideforce) of the upper pylon 311 
is moving sloWly and has a lesser effect on the pressure 
distribution about the upper pylon 311 due to shape changes. 
HoWever, the upper pylon 311 is much thinner and has a 
signi?cantly smaller chord than the loWer pylon 313, thus has 
less space for attachment of the motor/ generator 318 on any 
pressure or suction surface. Thus, the motor/ generator 318 
attaches to the top surface of the pylon 311, thereby reducing 
air?oW interference and potentially increasing sideforce 
capability. The trailing edge attachment point 315 is located 
near the leading edge of the main Wing 305, and the upper 
pylon 311 does not attach to the Wing 305 over a large portion 
of the upper surface of the Wing 305. In some embodiments, 
the trailing edge attachment point 315 is located at or near the 
stagnation point of Wing 305 during normal ?ight conditions. 
The motor/ generator 318 is oriented such that its rotation axis 
is parallel to the oncoming air?oW and the disc of any pro 
peller 309 attached to the motor/generator 318 is roughly 
normal to the oncoming air?oW. 

[0031] In some embodiments, the pylon 312 comprises 
symmetric, uncambered airfoils mounted at Zero angle of 
sideslip relative to the mean oncoming ?oW direction. In such 
cases, no aerodynamic side force is generated by the pylons 
312 on the kite (e.g. kite 101). In such embodiments, the 
motor/ generator 318 may be mounted such that its coWling 
may protrude on both surfaces of the upper pylon 311 and/or 
the loWer pylon 313 equally or unequally. 
[0032] FIG. 5 is a diagram depicting an embodiment of a 
motor pylon 312, the manner in Which it is a?ixed to a main 
Wing 305, the manner in Which the motors and/or generators 
318 are attached to the upper pylon 311 and the loWer pylon 
313, and the manner in Which the upper pylon 311 is attached 
to the loWer pylon 313. The loWer pylon 313 is af?xed to the 
loWer surface 314 of the main Wing 305, and the upper pylon 
311 is a?ixed to the leading portion of the loWer pylon 313. 
The upper-to loWer pylon junction 31 6 is shaped to folloW the 
mean streamlines (e.g. streamlines 420) over the Wing 305 in 
the normal operating condition of the Wing 305. In the 
depicted embodiment, the upper pylon 3 1 1 is thinner than the 
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lower pylon 313 and the junction 316 tapers to a smaller width 
from the lower pylon to the upper pylon. In such embodi 
ments, the upper pylon may be laterally offset from the cen 
terline of the lower pylon 313, such that the suction surfaces 
on the upper pylon 311 and the lower pylon 313 are closely 
aligned to follow the natural streamlines (e. g. streamlines 
420) of oncoming air?ow, or such that any spar or structural 
element may be correctly positioned. 
[0033] In some embodiments, the motor/ generator 318 
mounted on the upper pylon 311 may be offset towards the 
pressure surface potentially minimizing any loss of sideforce 
due to interference with higher speed air?ow on the suction 
surface which is more susceptible to separation and loss of 
attachment than the lower speed air?ow over the pressure 
surface. In some embodiments, the motor/ generator 318 
mounted on the lower pylon 313 may be offset towards the 
pressure surface potentially minimizing any loss of sideforce 
due to interference with higher speed air?ow on the suction 
surface which is more susceptible to separation and loss of 
attachment than the lower speed air?ow over the pressure 
surface. 
[0034] In the depicted embodiment, the majority of the 
sideforce exerted on the kite (e. g. kite 101) by the pylons 312 
is provided by the lower pylon 313. In such embodiments, the 
placement of the motor/ generator 318 is more critical for the 
lower pylon 313. In such cases, the lateral placement of the 
motor/ generator 318 on the upper pylon 311 may be such that 
it is at the same spanwise location along the main wing 305 as 
the motor/ generator 318 on the lower pylon 3 13. This reduces 
angular accelerations of the kite (eg 101) along axes other 
than those speci?cally intended, in case the motor/ generators 
3 18 are used for attitude control by changing the thrust or drag 
or torque to different extents for the motor/ generators 318 at 
various positions relative to the kite’s center of mass. 
[0035] FIG. 6 is a diagram depicting the cross-sections and 
alignment of components of an embodiment of a motor pylon. 
The chord line 624 of the lower pylon, and the chord line 625 
of the upper pylon are depicted. The chord line 624 of the 
lower pylon is inclined 6 degrees from the mean chord direc 
tion 629 or x body axis of main wing 605, and the chord line 
625 of the upper pylon is inclined 3 degrees from the mean 
chord direction 629 or x body axis of the main wing 305. This 
has the effect of reducing aerodynamic loading on the upper 
pylon such that the wake from the upper pylon incident on the 
top surface of the main wing 305 is weaker, and has less effect 
on the maximum coef?cient of lift of the main wing 305. The 
lower pylon chord line 624 is at a greater angle relative to the 
main wing 605 such that the lower pylon generates greater 
aerodynamic loads creating a larger side-force on the kite 
(e. g. kite 101), providing acceleration to turn the kite along its 
?ightpath (e.g. ?ightpath 104). The trailing edge of the bot 
tom pro?le 626 of the upper pylon attaches to the main wing 
605 at a trailing edge attachment point 615, which is also the 
foremost attachment point of the motor pylon to the main 
wing 305. 
[0036] In some embodiments, the upper pylon pro?le 626 
and the lower pylon pro?le 628 are symmetric sections. For 
example, in some embodiments, symmetric pro?les might be 
used if the target ?ightpath is a ?gure eight for which the 
required direction of side force changes through the ?ight 
path, or if the target ?ightpath is a large circle requiring a 
small sideforce to turn. 

[0037] FIG. 7 is a diagram depicting the internal structure 
of an embodiment of a motor pylon. In some embodiments, 
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the main wing is constructed using a box type spar, in which 
at least two shear walls 732 connect two spar caps 733. In 
these embodiments, it is desirable to attach the motor pylon 
312 to the main spar 730 of the wing by way of bonded, 
riveted, or bolted shear interface plates 731. The shear inter 
face plates 731 attach to the front and back of the shear walls 
732, as well as to the spars or internal structure of the pylon 
712. In some embodiments, the main wing spar 730 is formed 
of carbon ?ber, ?berglass, Kevlar, or another composite mate 
rial through a bladder molding process, as a single compo 
nent. In some embodiments, the shear interface plates 731 are 
co-molded of composite materials with the main spars of the 
lower pylon 313. In some embodiments, the shear interface 
plates 73 1 are made of aluminum or some other metal, and are 
bonded or riveted to the shear walls of the main wing spar 73 0. 
In a preferred embodiment, the main wing spar 730 is formed 
by a bladder molding process as a single completed piece and 
the shear wall interface plates 731 comprise the top ends of 
spars reinforcing the lower pylon 313. 
[0038] FIG. 8 is a diagram depicting an embodiment of a 
motor pylon 812, the manner in which it is a?ixed to a main 
wing 805 and the attachment of the upper pylon 811 to the 
lower pylon 813. As the main wing 805 is operated a at a high 
coe?icient of lift, it is designed with a speci?c distribution of 
pressure along the chord of the wing 805 such that lift remains 
high, drag remains low, and the wing 805 does not prema 
turely stall. As the coe?icient of pressure over the surface of 
the wing 805 derives from the shape of the wing 805, modi 
?cations of the wing 805 have the potential to change the 
pressure distribution and affect stall. Furthermore, as the 
coe?icient of lift of the wing 805 is high (e.g. above 0.7 as 
referenced to the planform area of the wing 805), air on the 
bottom surface of the wing 805 is moving slowly and has a 
lesser effect on the pressure distribution about the wing 805 
due to shape changes. Thus, lower pylon 813 is af?xed to the 
lower surface 814 of the main wing 805, and the upper pylon 
811 is a?ixed to the leading portion of the lower pylon 813, 
such that the trailing edge of the upper pylon 811 ends ahead 
of or within close proximity to the stagnation point of the 
main wing 821. 
[0039] In the depicted embodiment, the attachment of the 
lower pylon 813 to the main wing 805 is smoothly ?lleted 
through the pylon to wing attachment 814. As air on the 
bottom surface of the main wing 805 is already moving 
slowly due to the high lift design, the presence of sharp 
corners can lead to the creation of thickened boundary layers 
due to the retarding effect of two walls in close proximity. 
This thickboundary layer and accompanying slow air?ow are 
highly susceptible to separation when exposed to even a small 
adverse pressure gradient as can be experienced over the 
trailing edge of high lift devices 807. Thus the smooth pylon 
813 to main wing 805 junction 814 reduces the chances of 
?ow separation over the trailing edge devices 807. A smooth 
attachment point for the lower pylon 813 to the lower surface 
of the main wing 805 also smooths pressure distribution and 
thus delays tripping the air?ow from laminar to turbulent, 
thereby reduces drag and delays the loss of attachment of ?ow 
over the trailing edge high-lift device 807 of the main wing 
805. 

[0040] In the depicted embodiment, the trailing edge of the 
lower pylon 813 curves outwards toward the trailing edge 
high-lift devices 807 before curving back inwards to the 
attachment point 814 on the lower surface of the main wing 
805. In such embodiments, the extent of the curve back is 



US 2013/0221154 A1 

sized such that the streamlines of air?ow in the Wake of the 
loWer pylon 813 has a minimal lateral component at the 
stagnation point on the leading edge of the high lift device 
807, thereby reducing spanWise ?oW on the trailing edge 
device 807 and associated drag and loss of capacity to gen 
erate lift. In some embodiments, the trailing edge of the loWer 
pylon 813 may be extended even further back such that the 
trailing edge high lift device 807 may be supported directly by 
the loWer pylon 813. 

[0041] In some embodiments, the pylon 812 comprises 
asymmetric, cambered airfoils mounted at some angle of 
sideslip relative to the mean oncoming ?oW direction. In such 
cases, the aerodynamic force generated by pylons 812 pro 
duces a side force on the kite (e.g. kite 101), Which accelerates 
the kite around its ?ightpath (e.g. ?ightpath 104). In the 
depicted embodiment, pylon 813 comprises an airfoil With 
thickness of 22 percent of local chord, and camber of four 
percent of local chord, and is rotated six degrees relative to the 
design oncoming ?oW case at the bottom of loWer pylon 813, 
With thickness decreasing to 18 percent of local chord and 
rotation decreasing to 3 degrees relative to the design oncom 
ing ?oW case near the attachment point of the loWer pylon to 
the main Wing 814. In such embodiments, the decrease in 
thickness to chord ratio of upper sections of the loWer pylon 
813 reduces pro?le drag While maintaining a uniform mini 
mum thickness throughout the pylon for structural or other 
purposes (eg for electrical conduits). The upper pylon 811 is 
also cambered 4 percent of chord, but is only inclined 3 
degrees from the typical oncoming ?oW. As a strong Wake 
from the upper pylon 811 Would impinge upon the upper 
surface of the Wing 805 and effect ?oW attachment at that 
location, the upper pylon is both smaller in chord and inclined 
at a loWer angle than the loWer pylon 813, such that the upper 
pylon 811 contributes a smaller portion of the side force than 
the loWer pylon 813. The upper part of the loWer pylon 813 is 
also rotated to only 3 degrees, resulting in a Weaker Wake 
close to the main Wing thus reducing the potential to impact 
the attachment of ?oW on the main Wing 805. 

[0042] In some embodiments, the upper pylon 811 and the 
loWer pylon 813 may be sWept forWard, With the leading edge 
of the top of the upper pylon 811 and the leading edge of the 
bottom of the loWer pylon 813 located further forWard toWard 
the normal ?ight direction than the leading edge of the sec 
tions of the respective pylons vertically proximal to the main 
Wing 805. In such embodiments, the sWeep alloWs the place 
ment of motor/ generators (e. g. 418) near the top of pylon 811 
and the bottom of the loWer pylon 813 While alloWing their 
respective rotors to be Well clear of the main Wing 805 as Well 
as alloWing the kite (eg 101) center of gravity to rest further 
forWard, aiding longitudinal static stability. By locating the 
rotors Well above and beloW the main Wing 805, and also in 
front of the main Wing 805, the Wake of the rotors does not 
interact With the boundary layer on the main Wing, and the 
decreased pressure on the upper surface of the main Wing 
does not signi?cantly increase the ?oW velocity through the 
loWer half of the upper rotors as compared to the upper half of 
the upper rotors. In the depicted and similar embodiments 
Where the pylons generate aerodynamic sideforce, the sWeep 
further promotes spanWise ?oW along the pylons from the top 
of the upper pylon 811 and the bottom of the loWer pylon 813 
toWards the main Wing 805, thus increasing local static pres 
sure near the main Wing stagnation point 821, thereby reduc 
ing adverse pressure gradient of the air?oW over the top 
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surface of the main Wing, Which reduces likelihood of ?oW 
separation, in turn increasing maximum lift capability of the 
main Wing 805. 
[0043] In the depicted embodiment, the loWer pylon 813 is 
longer than the upper pylon 811. In such embodiments, a 
landing gear may be attached to the bottom of the loWer pylon 
813. In such embodiments, the loWer pylon 813 may be sWept 
in sections, With the loWer section of the loWer pylon 813 
sWept forWard to a much loWer degree than the upper section 
of the loWer pylon 813, or not sWept at all, or sWept back 
relative to the rest of the loWer pylon 813 to enable clearance 
for rotors associated With any motor/ generators (e. g. 418) that 
may be mounted to the loWer pylon 813. 
[0044] In the depicted embodiment, the lines de?ning the 
leading and trailing edges of the pylon 812 are smooth and 
continuous curves, reducing occurrence of sharp shape tran 
sitions thereby reducing formation of regions of localiZed 
?oW separation and reducing drag. In some embodiments, the 
top of the upper pylon 811 and/or the bottom of the loWer 
pylon 813 may be capped by dome-shaped structures to pre 
vent separated ?oW at the tips of the pylon 812. In some 
embodiments, other devices such as Winglets or raked 
Wingtips or Wingtip fences may be used to cap the tips of the 
pylon 812. 
[0045] In some embodiments, the junction betWeen the 
loWer pylon 813 and the upper pylon 811 near the main Wing 
805 is constructed With the high pressure surfaces of the loWer 
pylon 813 and the upper pylon 811 more closely aligned than 
their respective loW pressure or suction surfaces such that a 
portion of the air?oW that has passed over the loWer pylon 813 
crosses upWards to ?oW over the top surface of the main Wing 
805. In the depicted embodiment, the junction betWeen the 
loWer pylon 813 and the upper pylon 811 further causes the 
portion of the Wake of the loWer pylon 813 that is ?oWing over 
the top surface of the main Wing to ?oW at a small angle 
relative to the Wake from the upper pylon 811. The forWard 
sWept angle of the pylons further sheds vorticity into the air 
behind the pylon 812 on the top surface of the main Wing 805, 
re-energiZing the boundary layer of the upper surface of the 
main Wing 805 behind the pylon-Wing junction, thus delaying 
onset of ?oW separation behind the pylon 812 to such time 
When the main Wing 805 is at a higher angle of attack relative 
to the oncoming ?oW, thereby increasing maximum lift capa 
bility of the main Wing 805. 
[0046] In some embodiments the entire pylon 812 may be 
angled such that the junction betWeen the upper pylon 811 
and the loWer pylon 813 is no longer horiZontal With respect 
to the ground or the gravity vector of the Earth. In such 
embodiments, the angle betWeen the spanWise vector of the 
pylon 812 and the spanWise vector of the main Wing 805 is 
such that the pylon causes the least drag from the oncoming 
air?oW at an angle of attack for the main Wing 805 that the kite 
(eg 101) is most likely to employ during normal ?ight. 
[0047] FIG. 9 is a diagram depicting an embodiment of the 
structural connection of a motor pylon for an airborne Wind 
turbine main Wing spar 930. In this embodiment, the motor 
pylon is attached to a glove 937 Which is bonded to the shear 
Walls of the main Wing 932, and to a portion of main Wing spar 
caps 933. The main Wing spar 930 sees both large fore and aft 
bending moments, as Well as large up and doWn bending 
moments. These combined yield large stresses on each face of 
the main Wing spar caps 933 and the main Wing shear Walls 
932 of varying amounts over time. The glove 937 bonds to the 
main Wing spar spar 930 over a surface comprising a tapered 
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laminate, With ply drops 935 reducing the thickness of the 
laminate over the length of the bond. The glove 937 further 
comprises a protrusion 934 Which extends beloW the spar 
caps 933 in a planar manner from the shear Walls 933 so as to 
transfer load in shear from pylon attachment points 935 in 
shear, through the shear Walls of the glove 937, and further 
through the bond of the glove 937 to the shear Walls 933 of the 
main Wing spar 930. The pylon is attached by bolts or shear 
pins to the attachment points 935. This alloWs the pylon to be 
quickly attached or detached for transport, maintenance, or 
replacement. The glove 937 further bonds to the loWer spar 
cap of the main Wing spar 930. This connection is made 
through a curved segment 938, Which prevents signi?cant 
in-plane compression of extension from creating a peel force 
in the bond area, but does not prevent shear loads from being 
transferred, thereby preventing peeling forces from being 
transmitted into the shear interface places 931 from thrust or 
drag on the rotors on the pylons. 

[0048] FIG. 10 is a diagram depicting an embodiment of a 
pylon substantially similar to that depicted in FIGS. 3, 4, 5, 6, 
and 7. The rotors 1009 are depicted by the disc or plane 
through Which they rotate. A number of iso-pressure lines 
1034 of the main Wing 305 are depicted, along With the 
tangents 1035 of those iso-pressure lines most closely aligned 
With the rotors 1009. In many embodiments, the rotors 1009 
are located such that the rotor discs are near tangent to the iso 
pressure lines in front of and above and beloW the main Wing, 
such that the rotor discs do not intersect a signi?cant number 
of iso-pressure lines or cross a signi?cant range in incident 
?oW velocities. The location of the rotors in front of and 
substantially above and beloW the main Wing results in not 
only loWer differential in?oW velocity over various portions 
of the rotor disc, but also reduced impact of the rotor Wake and 
expansion ?eld on the main Wing 305. Note that, in the draW 
ing as depicted, the rotors Would intersect ?ve or more iso 
pressure lines (equally spaced in differences of pressure) if 
located directly above or beloW the Wing, While they intersect 
roughly 0.1-0.5 iso-pressure lines in their depicted con?gu 
ration. 

[0049] In some embodiments of the kite, the lifting surfaces 
are comprised of horizontal surfaces and vertical surfaces. In 
the presence of relative air?oW, the horizontal surfaces pro 
duce lift on the pitch plane and the vertical surfaces produce 
a lifting force on the yaW plane, i.e., aerodynamic side-force. 
In various embodiments, a component of the lift generated by 
the horizontal surfaces is the primary motive force of kite. In 
some embodiments, the kite is rolled relative to the tether 
such that a component of the lift generated by the horizontal 
surfaces contributes to the turning force of the kite. In various 
embodiments, the lift generated by the vertical surfaces is the 
primary component of turning force of the kite. In high Wind 
?ight, the vertical surfaces are used instead of horizontal 
surfaces to generate the primary turning force, While the 
orientation of the kite is changed such that the coe?icient of 
lift due to the horizontal surfaces is reduced. In this manner 
larger deviations in angle of attack may be tolerated on the 
horizontal surfaces prior to stall or spar failure. In some 
embodiments, the lifting surfaces are comprised of lifting 
surfaces in a number of different orientations that serve the 
same combined purpose of the vertical surfaces and the hori 
zontal surfaces. 

[0050] In some embodiments, the parasitic and induced 
drag of the horizontal surfaces and the vertical surfaces is 
determined by the trim angles of attack and side-slip of the 
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kite and by the de?ections of the control surfaces. In some 
embodiments, the drag from the horizontal surfaces and the 
vertical surfaces increases signi?cantly at a range of side-slip 
angles that are large, Which may be seen in high Wind condi 
tions, compared to the side-slip angles observed When the 
crossWind kite system operates in normal Wind conditions. In 
some embodiments, the coe?icient of lift of the horizontal 
surfaces decreases at a range of side-slip angles that are large 
compared to the side-slip angles observed When crossWind 
kite systems operate in normal Wind conditions. In some 
embodiments, the aspect ratios of the vertical surfaces are 
small such that the vertical surfaces generate a large amount 
of induced drag When generating side-force. In some embodi 
ments, the vertical surfaces are shaped to have a loW span 
e?iciency by comprising an irregular chord, span-Wise gaps, 
span-Wise slots, or alternating trailing edge de?ections. In 
some embodiments, the vertical surfaces of the motor pylons 
have asymmetric airfoils such that the vertical surface is 
adapted for lift in one direction, Which may be the center of a 
circular ?ight path in some aspects. In some embodiments, a 
subset of lifting surfaces comprise side-slip dependent lift 
modi?ers, Which modify the lift and drag of the surfaces 
Which comprise them. In various embodiments, side-slip 
dependent lift modi?ers comprise vortilators, fences, or any 
other appropriate lift modi?ers. In some embodiments, the lift 
modi?ers modify the stall characteristics of a subset of the 
lifting surfaces as a function of side-slip. In some embodi 
ments, the vertical surfaces comprise through-Wing vents or 
leading edge slats Which see little air?oW in normal operation 
but Which exhibit a large through ?oW and a large drag coef 
?cient at large side-slip angles. In some embodiments, the 
vertical surfaces comprise a subset of control surfaces that, 
When de?ected or actuated, increase the side-force of vertical 
surfaces at a given angle of side-slip. 

[0051] In some embodiments of the present invention, a 
pylon might comprise a NACA 2415 airfoil and have zero 
angle of incidence in normal poWer generating ?ight, produc 
ing a pylon coe?icient of lift of 0.25. At an aspect ratio of 4 
and span ef?ciency of 1, this results in a coe?icient of induced 
drag, referenced to the pylon area alone, of 0.005. If, in high 
Wind ?ight, the kite is ?oWn at an average sideslip of 7 
degrees, the pylons then generate a pylon-referenced coe?i 
cient of induced drag of 0.08. In some embodiments, the 
pylons have about 0.25 of the area of the main Wing, resulting 
in an increase in coe?icient of drag of 0.02 referenced to Wing 
area. In some embodiments, the pylons are shaped in a man 
ner Which has a very loW span e?iciency. For instance, the 
pylons may incorporate large changes in chord over short 
pylon-spanWise distances, or may incorporate sharp edges 
near the pylon tips, oriented to be aligned With the ?oW at kite 
sideslips, but to be misaligned With the ?oW at high sideslips. 
For example, the tip of the pylon may be cut off With a square 
end. A pylon With a vertical pylon as described above offers 
an advantage in that induced drag is signi?cantly increased 
When the kite is ?oWn in sideslip. As the side slip angle is 
increased in ?ight in high Winds, induced drag increases, 
moderating the increase in structural loading on the system 
due to the increase in Wind speed. 

[0052] The pylon airfoil pro?le may also be modi?ed to 
produce greater pro?le drag above a critical angle of sideslip. 
For example, the pylon pro?le 1301 may incorporate a lead 
ing edge cuff over a portion of the span of the pylon, as 
depicted in FIG. 13. A cross-sectional pro?le 1301 of a seg 
ment of the pylon, may cover, for example, 20% of total pylon 
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span. The pylon may have a leading edge cuff 1302 With a 
sharp curvature discontinuity, causing a separation bubble 
over a segment of the top surface of the pylon cross-section 
above a critical kite sideslip or critical angle of attack of the 
pylon cross-section relative to the apparent Wind. As the 
majority of the pylon still utiliZes a conventional airfoil cross 
section, the added separation and parasitic drag due to the 
cuffed pylon segments does not dramatically affect stall angle 
of attack or kite handling. A pylon With pro?le features as 
described above offers an advantage in that pro?le drag is 
increased When the kite is ?oWn at a signi?cant sideslip angle. 
As the side slip angle is increased in ?ight in high Winds, 
pro?le drag increases, moderating the increase in structural 
loading on the system due to the increase in Wind speed. 
[0053] The main airfoil, in some embodiments, has an 
aspect ratio of 25, and operates at a coef?cient of lift of 2 in 
normal poWer generating ?ight, and a coef?cient of lift of at 
or above 0.7 in high Wind ?ight. To provide an example, this 
results in a coe?icient of induced drag of betWeen 0.085 and 
0.05 referenced to Wing area during normal crossWind ?ight, 
and a coe?icient of induced drag of 0.006 at the loW coe?i 
cient of lift used in high Wind ?ight. In this example, assume 
the tether has a coe?icient of drag referenced to Wing area of 
0.05, and a parasitic and pro?le drag of 0.04 referenced to 
Wing area. This results in a lift to drag of 14 for the airframe, 
and a performance metric (C_LA3/C_DA2) of 400. 
[0054] In high Winds, again neglecting the effects of ?ight 
path geometry, the resulting lift to drag ratio at a coe?icient of 
lift of 0.7 on the main Wing is 7, and the performance metric 
is 40. If, hoWever the added pylon drag due to sideslip previ 
ously listed (0.01) and due to change in pro?le (0.01) are 
included, the lift to drag becomes 6, and the performance 
metric becomes 25. In the example given, continued ?ight of 
circles becomes di?icult at a coe?icient of lift of 1.5, due to 
the requirement for excessive tether roll angle in order to 
complete the turn (in turn due to the loWer aerodynamic force 
available to counteract centripetal forces). If this is taken as 
the minimum coe?icient of lift of a kite system not incorpo 
rating aspects of the present invention in its ?ight, including 
turning With side slip, the lift to drag and performance metric 
of the system are, respectively, 12.6 and 240. Aerodynamic 
forces increase roughly as the square on incoming Windspeed. 
Thus, if the nominal ?ight example above uses full alloWable 
?ight-loads (20000 NeWtons for an 4 square meter Wing, for 
example) in Winds of 10 m/ s, the example With a minimum 
coe?icient of lift of 1.5 is able to ?y in Winds no higher than 
13 m/ s, and the example incorporating multiple aspects of the 
present invention, With a minimum coe?icient of lift of 0.7, is 
able to ?ight in Winds no higher than 39 m/s. Although in 
practice embodiments of the present invention may utiliZe 
additional features to moderate loads in high Wind conditions, 
one can see that just this aspect alloWs for a 290% increase in 
Wind capability versus just 30% Without this aspect in this 
exemplary embodiment. 
[0055] As evident from the above description, a Wide vari 
ety of embodiments may be con?gured from the description 
given herein and additional advantages and modi?cations 
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Will readily occur to those skilled in the art. The invention in 
its broader aspects is, therefore, not limited to the speci?c 
details and illustrative examples shoWn and described. 
Accordingly, departures from such details may be made With 
out departing from the spirit or scope of the applicant’s gen 
eral invention. 
What is claimed is: 
1. A motor pylon system for use on a high lift rigid ?ying 

device, said motor pylon system comprising: 
a main Wing; and 
one or more motor pylons, said motor pylons comprising: 

a loWer pylon; and 
an upper pylon, Wherein said loWer pylon is attached to 

the loWer surface of said main Wing, and Wherein said 
upper pylon is attached primarily to said loWer pylon. 

2. The motor pylon system of claim 1 Wherein each of said 
one or more motor pylons comprise: 

a ?rst turbine driven generator attached to said upper 
pylon; and 

a second turbine driven generator attached to said loWer 
pylon. 

3. The motor pylon system of claim 2 Wherein said main 
Wing is part of a tethered kite system. 

4. The motor pylon system of claim 1 Wherein said upper 
pylon comprises a ?rst vertical airfoil element and Wherein 
said loWer pylon comprises a second vertical airfoil element. 

5. The motor pylon system of claim 4 Wherein said ?rst 
vertical airfoil element is mounted at an angle such that said 
?rst vertical airfoil element generates a side force in a ?rst 
direction When air ?oWs over said main Wing. 

6. The motor pylon system of claim 5 Wherein said second 
vertical airfoil element is mounted at an angle such that said 
second vertical airfoil element generates a side force in said 
?rst direction When air ?oWs over said main Wing. 

7. The motor pylon system of claim 1 Wherein the trailing 
edge of the upper pylon meets or blends into the main Wing at 
a point near the stagnation point of an unperturbed segment of 
the main Wing. 

8. The motor pylon system of claim 1 Wherein said upper 
and loWer pylons are sWept forWard. 

9. The motor pylon system of claim 2 Wherein said upper 
and loWer pylons are sWept forWard. 

10. The motor pylon system of claim 6 Wherein said upper 
and loWer pylons are sWept forWard. 

11. The motor pylon system of claim 1 Wherein said main 
Wing comprises a box-type spar, and Wherein said motor 
pylons are attached to said main Wing With shear plates 
bonded to the shear Wall of the box-type spar. 

12. The motor pylon system of claim 11 Wherein said 
box-type spar is of single-piece construction. 

13. The motor pylon system of claim 2 Wherein the blend 
betWeen the upper and loWer pylon is contoured along the 
mean ?oW Within the ?oW ?eld around the main Wing. 

14. The motor pylon system of claim 2 Wherein the loWer 
element of said pylon supports a trailing element or ?ap of 
said main Wing. 


